Specifications:

A Main Rotor Diameter: 340mm Overall Height: 135mm All-up Weight: 235g (Battery included)
B Tail Rotor Diameter: 340mm Drive System: 2X180SD Battery: Li-Pomer7.4V 800mAh
Overall Length: 425mm Transmitter: 4CH PPM Gyro: Built-in

Receiver: 3-in-1 receiver (receiver, speed controller, and gyro)
Servo: weight 8.5g / speed 0.11sec/60° / torque 0.9kg.cm / dimension 22.5 X11.5X24mm

Model Features:

1). Coaxial structure is of emulational effect. The usage of CW and CCW spinning of the upper and lower main rotor blades and the
auto control of built-in gyro assure your helicopter flying stable and easy. HM 5#4 is an optimal mode for the beginner.

2). 2 x 180 brushed motors as drive is powerful and suitable for various flight courses.
3). High quality servo is prompt in reaction.

4). 3-in-1 receiving circuit, is capable of servo extent adjustment and built-in gyro sensitivity adjustment, offers you with customized
and fine parameter adjustment.

5). HM 5#4 will fly 8-12 minutes on 7.4V 800mAh LiPo battery pack, which is equipped with charging protection circuit.

100% READY-TO-FLY RADIO CONTROL HELICOPTER
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